


Substrates : Size up to 200mm
Coating Durability: Abrasion
Adhesion NF ISO 9211-4

Standard Single Layer
R <15%

average

VISIBLE AND NIR RANGE PRODUCTS

AR Coatings

Required Incidence to be specified
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VISIBLE AND NIR RANGE PRODUCTS

Substrates : Size up to 200mm

(for Multi-dielectric coatings) and up to
650mm (for Metallic coatings)

Coating Durability: Abrasion

Adhesion NF ISO 9211-4

Reflective Coatings

Required Incidence to be specified
Metallic Coatings

Aluminum, Silver, Gold ... available EAnAnCad Blver:Coating

Reflectance Measurement
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VISIBLE AND NIR RANGE PRODUCTS

Substrates : Size up to 200mm

(for Multi-dielectric coatings) and up to
650mm (for Metallic coatings)

Coating Durability: Abrasion

Adhesion NF ISO 9211-4

Metal-dielectric Coatings

Absorbing Coatings
Metal dielectric absorber
{Black coating with ne Transmittance)

Reflectance Measurement

Alternative to black paints 1:
Parasitic light reduction 8
T
Mainly used for Detector 8
Windows: —
average < 103 4
R <4% 3
average 2

Apy specific shape positioned ; L -~

Wlth ZOIJm accuracy 320 450 o250 650 TS0 B50 250 1030

Lambda [nm}
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VISIBLE AND NIR RANGE PRODUCTS

Substrates : Size up to 200mm
Coating Durability: Abrasion
Adhesion NF ISO 9211-4

Partially Reflective Coatings

Required Incidence to be specified

BroadBand Partial Reflectance
Reflectance Measurement
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/Beam splitter Coatings

Required Incidence to be specified

High Pass dichroic Coating

Low Pass dichroic Coating
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VISIBLE AND NIR RANGE PRODUCTS

Substrates : Size up to 100mm
Coating Durability: Abrasion
Adhesion — Humidity
Temperature MIL-C-48497A

Optical Filters

Panchromatic filter
Tramsmittancs measurement

Broadband Filters
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MWIR AND LWIR RANGE PRODUCTS

Substrates : Size up to 200mm

Coating Durability: Abrasion — Adhesion NF ISO 9211-4,
Laboratory products NF ISO 9022-87-01-1, Humidity NF
ISO 9022-12-01-1, Temperature MIL-48616, Thermal
Shock NF ISO 9022-15-01-1

AR Coatings

Required Incidence to be specified

AR 3-5um on Ge
Reflectance Measurement
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MWIR AND LWIR RANGE PRODUCTS

Substrates : Size up to 200mm

Coating Durability: Abrasion — Adhesion NF ISO 9211-4,
Laboratory products NF ISO 9022-87-01-1, Humidity NF
ISO 9022-12-01-1, Temperature MIL-48616, Thermal
Shock NF ISO 9022-15-01-1

Reflective Coatings

Required Incidence to be specified
Metallic Coatings

Gold-ZnS
Aluminum, Silver, Gold ... available Reflectance Measurement
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COATING OF OPTICAL FIBERS

Substrates : Optical Fibers
Coating Durability: Abrasion
Adhesion NF ISO 9211-4

AR Coatings

Required Incidence to be specified

AR 1310+1550nm
Narrowband Reflectance Measurement
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OPTICAL COMPONENTS AND SYSTEMS

Substrates : Size up to 150mm
Coating Durability:

Abrasion — Adhesion — Humidity
Temperature MIL-C-48497A

Adaptive Optics mirrors

Optomechanical systems

Optical demultiplexing systems

Barreled Filters

Micro-structured components

Optomechanical System with Beam Splitter
for Aeronautic Optical Communication Links

Micro-structured Component
Lithography & Etching
using microelectronics technologies
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